Technical Specification of pH and Conductivity Measurement System

A.  pH Measurement System

0l.  pH Electrode
Measuring Range
Temperature Limits (Min.)
Pressure Limits (Min.)
Accuracy
Temperature Element
Sensor Cable Length (Min.)
Process Connection
Sensor Insertion Length '
Process Application
Certification
H Transmitter
Measurement Range
Ambient Operating Temperature
Analog Output
Sensor Input
Calibration Modes
Housing
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Display

Mounting

Power

Cable Gland

Ingress Protection

Certification

B. Conductivity Measurement System
01  Conductivity Sensor

Measurement Range (Min.)

Electrode

Temperature Limits (Min.)

Pressure Limits (Min.)

Accuracy (Min.)

Temperature Element

Sensor Cable Length (Min.)

Process Connection

Sensor Insertion Length

Process Application ‘

onductivity Transmitter

Measurement Range

Ambient Operating Temperature

Analog Output

Sensor Input

Calibration Modes

Housing
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Quantity: 02No

Oto 14

-5 to 70 degree Celsius

100 PSIG

£ 0.02 pH or better

Pt 1000

S meter

3/4"NPT

70 mm ~100 mm

Flow through application in Sour water.

ATEX Il 2G. Exia Il C T6 or better
Quantity: 01 Nos

Oto 14 pH

-20 to +55 degree Celcius

4 to 20 mA

- Compatible to the item A.01 pH electrode

Automatic, Manual 2 point, 3 point calibration.
Aluminum alloy cast+ urethane coating/ Aluminium Die
Cast with Metallic Silver Coating Color.
LCD Display
Pipe Mounting
24VDC Loop Power
Cable Gland shall be supplied.
IP 65 or better
ATEX 11 2G, Exia Il C T6 or better
Quantity: 01 No

0-200 uS/cm

316 Stainless Steel Electrode

-5 to 80 degree Celsius

100 PSIG

3 % of FS.

Pt 1000

5 meter

3/4 " NPT fitting

140 mm ~ 170 mm

Flow through application in Demi Water
Quantity: 01No

0-200 uS/cm

-20 to +55 degree Celcius

4 t0 20 mA

Compatible to the item B.01Conductivity Sensor

Automatic, Manual 2 point, 3 point calibration.

Aluminum alloy cast+ urethane coating/ Aluminium Die

Cast with Metallic Silver Coating Color.

LCD Display

24VDC Loop Power

Cable Gland shall be supplied.

j- Ingress Protection [P 65 or better
Manufacturing Country:
USA/ UK/ Japan/ France/ Germany/ Netherland
Documents:
a, Manufacturing Country Certificate must be supplied with the tender document,
b, ATEX Certificate for item A. pH Measurement System must be supplied with the tender document.
£, All catalogue/ manual must be Suppli.ed with the tender document.
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