EASTERN REFINERY LIMITED

Chattagram

Specifications of Flameproof Lightshade

1. LED Explosion Proof Industrial Light:

Model: EPL55-60/Equivalent

Rated Power: 60Watt

Certification & Ex-Mark: ATEX-112G Ex db eb IIC T6Gb, 112D Extb I1IC T80°C Db IP66, CNEX,CE, RoHS
Input Voltage: AC90-305V, 50Hz

Corrosion proof grade: WF2

Luminous Flux: 7200

Beam angle: 120°

Ingress Protection: IP 66

Warranty: 3 years

Brand: NIBBE/Equivalent

Miade in France/Germany/Japan/USA/UK/China

2. LED Explosion Proof Tube Light:

Model: EPTLO7/ Equivalent

Rated Power: 3X18Watt

LED light source: LED T8 Tube light-Philips SMD2835

Certification & Ex-Mark: ATEX-112G Ex db eb mb Il C T6 Gb, 112D Extb 111C TS0°C Db IP65, CNEX,CE, RoHS
Input Voltage: AC30-277V, 50Hz

Product material: Single mold die cast alluminium housing & HQ PC cover
Corrosion proof grade: WF2

Beam angle: 120°

Product dimension: 1342X168X108mm

Ingress Protection: IP 65

Warranty: 3 years
Brand: NIBBE/ Equivalent
Made in France/Germany/Japan/USA/UK/China
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